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QAQA
V ifi ti T tiVerification Testing

1. Verifies Quality of the Material/Product

and/or

2 V lid t th T t R lt U d f A t2.   Validates the Test Results Used for Acceptance



QC / QAQC / QA
Quality Control Verification 

Testing
Independent 
Assurance 
Testing

Certification 
Program for Testing 
and Samplingg p g



QAQA
I d d t A T ti

1. Annual Review – Each Tester and Equipment is 
R i d d C lib t d f h Di i li

Independent Assurance Testing

Reviewed and Calibrated for each Discipline 
they are Certified for (Asphalt, Concrete, Soils, 
Aggregate)Aggregate)

and

2 Test Validation ‘out of tolerance’ The tester2.   Test Validation out of tolerance  – The tester 
and the equipment for the specific test is 
reviewedreviewed
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QAQA
C tifi ti P f T ti d S li

1 T h i i T i d d C tifi d t f

Certification Program for Testing and Sampling

1. Technicians Trained and Certified to perform 
tests

2.   Technicians Trained and Certified to sample 
properly and provide chain of custody

3.   Laboratories Accredited and/or Qualified to 
perform testsperform tests



Lets CompareLets Compare
• Asphalt Testing with QC Acceptance

• Concrete Aggregate Gradation with NDOR Field      
Testing for AcceptanceTesting for Acceptance

• Concrete Aggregates Quality with NDOR Central  
L b T ti f A tLab Testing for Acceptance
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Asphaltp
QC Tests are Accepted

1 Lot = 5 Sublots750 Tons Each

Lot Lot Lot Lot Lot o
1-1

o
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o
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o
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QC

If Sublot 1-2 Passes Testing Tolerances for Air Voids and Angularity………...

NDOR QC QC QC QCNDOR NDOR NDOR NDOR



Asphaltp
QC Tests are Rejected and NDOR Test Results Take Over

1 Lot = 5 Sublots750 Tons Each

Lot Lot Lot Lot Lot o
1-1

o
1-2

o
1-3

o
1-4

o
1-5

QC

If Sublot 1-2 Fails Testing Tolerances for Air Voids and Angularity………...

NDOR QC QC QC QCNDOR NDOR NDOR NDOR
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• Asphalt Testing with QC Acceptance
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Testing for AcceptanceTesting for Acceptance

• Concrete Aggregates Quality with NDOR Central  
L b T ti f A tLab Testing for Acceptance



Lets CompareLets Compare

• Concrete Aggregate Gradation with NDOR Field      
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Concrete Aggregates Gradationgg g
Material is Accepted and Field Test Passes Validation

1 Gradation Every 750 Cubic Yards

750 750 75050 50 50

Field Field FieldNDOR
Central

Lab

One Split Sample every 2250 Cubic Yards, if it Passes multi-laboratory 
precision for the gradation………



Concrete Aggregates Gradationgg g
Material is Accepted

Field Test Fails Validation and IA conducted on Tester and Equipment 
1 Gradation Every 750 Cubic Yards

750 750 75050 50 50

Field Field FieldNDOR
Central

Lab

One Split Sample every 2250 Cubic Yards, if it Fails multi-laboratory 
precision for the gradation………
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• Concrete Aggregates Quality with NDOR Central  
L b T ti f A tLab Testing for Acceptance



Concrete Aggregates Quality (soundness, abrasion)gg g Q y ( , )

Material is Accepted

1 Quality Test Every 2250 Cubic Yards

750 750 75050 50 50

Field Field FieldNDOR
Central

Lab

One Sample every 2250 Cubic Yards, if it Passes Quality Tests………



Concrete Aggregates Quality (soundness, abrasion)gg g Q y ( , )

Material is Penalized or Rejected

1 Quality Test Every 2250 Cubic Yards

750 750 75050 50 50

Field Field FieldNDOR
Central

Lab

One Sample every 2250 Cubic Yards, if it Fails Quality Tests………
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Referee TestingReferee Testing

1. Only when QC 
Testing is used 
f A t

2.  Only if specifically 
added to the 

t tfor Acceptance contract

 Precast/Prestress
 Hot Mix Asphalt

 PG Binders
 Emulsions



Referee TestingReferee Testing

1. Only on Originally Sampled and Tested 
MaterialMaterial

2.   Need Adequate size sample as stated 
in the MSG or the Special Provisions






